
FAT SUMMER TECHNICAL RIDER & STAGE PLOT

Minimum technical requirements for Fat Summer. All equipment must be fully functional and ready prior to soundcheck.

1. BACKLINE REQUIREMENTS

VOCALS

3 dynamic mics (Shure SM58 or

equiv.)

3 floor monitors (independent lines)

GUITARS & BASS

2 guitar combos (50-100W tube/solid,

Fender/Marshall/Orange)

1 bass combo (min 200-300W,

Ampeg/Markbass)

DRUMS & MICS

Kit: 22" Kick (double pedal), 13"

Snare+stand, 12" Rack, 16" Floor, Hi-

hat, 3 Boom + 1 straight stand, Throne.

Mics: Kick, Snare (Top), Toms,

Overheads (L/R).

2. STAGE PLOT

F R O N T  O F  H O U S E  /  A U D I E N C E

MON 1 (Indep.)

🎤 MIC 1

GUITARIST R

+ Backing Vocals (Stage Left)

GTR AMP (Lead) / Combo L

MON 2 (Indep.)

🎤 MIC 2

LEAD GUITAR

+ Main Vocals (Center Stage)

GTR AMP (Right) / Combo R

MON 3 (Indep.)

🎤 MIC 3

BASSIST

+ Backing Vocals (Stage Right)

BASS AMP (Right) / Bass Combo

DRUM RISER (OPTIONAL)

( OVERHEADS L / R )

[ HH ] [ SNARE ● Top Mic ] [ RACK TOM ● Tom Mic ]

[ FLOOR TOM ● Tom Mic ]

[ KICK DRUM ● Front/Center Mic ]
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